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CERTIFIED MAIL

MACK TRUCKS, INC.
One of The Signal Companies ]
September 23, 1983

EE_ﬁministrator, National Highway = I o/ "{/5
ze\/l S Traffic Safety Administration - -~ - g

400 Seventh Street, S.W. e .
Washington, D.C. 20590

Attn: VIN Coordinator

. Gentlemen: e - o

Vehicle Identification Number {(VINY
Coding Information = Revision G-=83

Pursuant to Sections 565.5{d) and (e) of 49 CFR Part
565 = Vehicle Identification Number - Content Requirements,
Mack Trucks, Inc., a manufacturer of heavy duty diesel trucks
of 26,000 pounds GVWR and greater, submits the attached
revision to the VIN coding information for vehicles manufactured
by Mack Trucks, Inc. and our Canadian subsidiary, Mack Canada Inc..

The following pages have been revised to reflect
additions to our VIN coding information.

Revised Page Revision Category

Index Revised to reflect addition
of Pages P=6 and S=5

B~5 Added Codes Bl82 thru B1l87

C-1 Added Code Cl18

D1 Added Code D118

E-3 Added Codes E153 thru E159

H=-4 Added Codes Hl65 and HI166

Ke=2 Added Codes K143 and Kl44

N=10 Added Codes N272 thru N278

P-5 Added Codes P193 thru P195

P=6 Added Codes P1l96 thru P203

R~2 Added Codes R140 thru R143

S=4 Added Codes S176 thru S178

S=5 Added Codes S179 thru sl8l

/

WORLD HEADQUARTERS: Engineering Division « P.O. Box 1761 « Allentown, Pa. 18105 « (215} 438-3011 » Telex:084-7424



Administrator, National Highway

Traffic Safety Administration September 23, 1983
-Dem

Revised Page Revision Category

T=4 Added Codes T168 thru T175
U=8 : Added Codes U240 thru U243
V=8 Added Codes V240 thru v243
Wee 4 Added Codes W1l66 thru W1l69
AR~2 Added Codes AR29 .thru AR31

Very truly yours,

MACK TRUCKS, INC,

AR

S. Robson
Sr. Project Engineer -
Vehicle Regulations

bh
Attachments



INDEX TO VIN
CODING INFORMATION
FOR MACK VEHICLES

PAGE
FIRST SECTION
VIN Characters One, Two and Three
(Manufacturer, Make and Vehicle Type) —=—=—————- XA-1
SECOND SECTION
VIN Characters Four, Five, Six and Seven
(Model, Series, Cab Type and Engine Type)
General NotesS —=——mmmm—mm e e XB-1
Codes beginning with:
A mmmm e e A-1,2,3,4,5
B mmm e e e e e e e B-1,2,3,4,5
C mmmm e e ———_———— c-1
D o e e e e e D-1
E e e e e e e e E-1,2,3
F o e e e e F-1,2,3,4,5
G mmmm e ——— e G-1
H cmmmme e e e e H-1,2,3,4
J e e e e — J-1,2
K mmm e e e e e K-1,2
I e e e e -1,2
Mmoo e e e e e e e M-1
N e e o e e e N—1,2,3,4,5,6,7,8,§,
10
S U——— p-1,2,3,4,5, 6
R mm—mmmemm e e — R-1,2

Rev. 8/26/81 Rev. 6/22/82
Rev. 9/4/81 Rev. 5/5/83
Rev. 9/11/81 Rev. 7/11/83

Rev. 2/4/82 Rev. 9/23/83 Q



INDEX TO VIN
CODING INFORMATION
FOR MACK VEHICLES

PAGE
SECOND SECTION (Cont'd)
Codes beginning with:
S e —————————— e e e s-1,2,3,4,5
T o e e e e e e e e e e e T-1,2,3,4
U s e e e e e e e e e e e e e e i e U-1,2,3,4,5,6,7,8
V e e e e e e e e e v-1,2,3,4,5,6,7,8
W e e e e e e w-1,2,3,4
K o e o e e e e e e e e e e e e e X-1,2,3,4,5,6,7,8,9
Y mmmm e e e e e v-1,2,3,4,5,6,7,8,9
AR mmm i o e e e e e e e AR-1,2
AS mmmm e ————— e e e As-1,2
AY AY-1,2,3
VIN Character Eight
(GVWWR Class, Chassis Type
and Brake System) —m—mmmmmm e e vA-1
THIRD SECTION
VIN Character Ten
(Model‘Year) —————————————————————————————————— YB-1
VIN Character Eleven
(Plant of Manufacture) —————m=—mmme——ce e —————— YB-1

Rev. 9/8/81 Rev. 11/5/82 Rev, 9/23/83
Rev. 9/11/81 Rev. 5/13/83



VIN CODING INFORMATION

FOR MACK VEHICLES

_ PAGE B=~5
CODES Bl79 THROUGH _Bl87
CAB MACK VEHICLE
CODE MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
B179 DM 600 CBE 275 BHP (205 kW) DM690S
Cyl. - 672 CID (11,0 L)
Cyl. = 672 CID {(11.0 L)
B181 DM 800 CBE 275 BHP (205 kW) DM890SsX
Cyl, - 672 CID {1l1l.0 1)
B182 DM 600 CBE 250 BHP (186 kW) DM6 90X
Cyl. = 672 CID (11.0 L)
B183 || DM 600 CBE 250 BHP (186 kW) DM690S
| Cyl. = 672 CID (11,0 I)
B1l84 DM 600 CBE 250 BHP (186 kW) DM6 90SX
Cyl, = 672 CID (11.0 L)
D
B185 M 800 CBE 250 BHP (186 kW) DM890sX
Cyl. = 998 CID (16.4 L)
B186 DM 800 CBE 525 BHP (391 kW) DM8243sT
Cyl. = 998 CID (6.4 L)
3187 DM 800 CBE 525 BHP (391 kW) DM824SX
_T/
prd

Rev.. 9/23/83



CODES _C1l1l

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH _C118

PAGE C-1

MACK VEHICLE

CODE || MODEL | SERIES TyoE ENGINE TYPE DESIGNATION
c111 || pmc | soo |csE |6 Y- - §72 °ID E%%gok£§ DMC8125X
c112 || omc | soo |cBE [B Y- Zgg oo E%gé4k%; DMC8215X
c113 DMC 800 cee |© Y- iégongD(éﬁg'iW?) DMC868SX
ci1a | omc | soo |cee [0 Yir T 572 °ED ﬁ%iéokﬁg DMC886 SX
c115 || pmc | soo |cem [0 ¥ - Gl2 SO Eééiok%; DMC888SX
clle DMC 800 ceg [0 C¥i- g;g gég Eéiéokﬁg DMC8885X

| Cyl. - 672 CID (11.0 L)

c117 DMC 800 |CBE 275 BHP (205 kW) DMC8905X
c118 DMC 800 cpg |6 Cyl. - 672 CID (11.0 L) DMC890SX

250 BHP (186 kW)

Rev. 7/11/83

Rev. 9/23/83




copes D11l

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH D118

PAGE D-1

CAB MACK VEHICLE
CODE MODEL SERIES | TYPE ENGINE TYPE DESIGNATION
D111 DML 800 CBE 315 BHP (235 kW) DML812SX
D112 DML 800 CBE 400 BHP (298 kW) DML8218X
Cyl. - 1150 CID (18.9 1)
D113 DML 800 CBE 450 BHP (336 kW) DML868SX
cyl. - 672 CcID (11.0 1)
D114 DML 800 CBE 285 BHP (213 kW) DML886 SX
D115 DML, 800 CBE 350 BHP (261 kW) DML888SX
D1lle DML 800 CBE 330 BHP (246 kW) DMI.888S8X
Cyl. - 672 CID {11.0 L)
D117 DML 800 CBE 275 BHP (205 kW) DMI.890SX
D118 DML | 800 cgg |6 Cyle - 672 CID (11.0 L) DMI890SX

250 BHP (186 kW)

Rev. 7/11/83

Rev, 9/23/83




copgs BEL45

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH E159

PAGE E-3

CAB MACK VEHICLE
CODPE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
Cyl. - 672 CID (11.0 L)
E145 DMM 600 | CBE T 310 GHP (231 kW) DMM6 86 SX
Cyl., = 672 CID (11.0 L)
E146 DMM 600 | CBE 275 BHP (205 kW) DMM6 90S
Cyl. - 672 CID (11,0 L)
Cyl., = 672 CID (11.0 L)
E148 DMM 600 CBE 275 BHP (205 kW) DMM6 90EX
Cyl. = 672 CID (11.0 L)
E149 DMM 600 | CBE 275 BHP {205 kW) DMM6 906 S
Cyl. = 672 CID (11.0 L) MG 506 5%
Cyl. = 672 CID {11.0 L)
E151 DMM 600 | CBE 275 BHP (205 kW) DMM6 906 EX
Cyl, = 672 CID (11,0 L)
E152 DMM 600 | CBE 275 BHP (205 kW) DMM6 9088
Cyl. = 672 CID (11.0 L)
E153 DMM 00 |CBE
6 250 BHP (186 kW) DMME 908
Cyl. - 672 CID {(11.0 L)
E154 DMM 00 |CBE
6 250 BHP (186 kW) DMM6 905X
Cyl. = 672 CID (11.0 L)
E155 DMM 00 |CBE
6 250 BHP (186 kW) DMM6 S0EX
Cyl. = 672 CID (11.0 L)
E156 D 00
MM 6 CBE 250 BHP (186 k) DMM6 906 S
EL57 DMM 00 |CBE Y
6 B 250 BHP (186 kW) DMMG 506 SX
Cyl. = 672 CID (11.0 I)
E158 DMM Y
600 |CBE 250 BEP (186 kW) DMM6 906 EX
Cyl., = 672 CID (11.0 L)
E159 DMM 00 Y
6 CBE 250 BEP (186 ki) DMM6 908S
Rev. 2/4/82 Rev. 9/23/83

Rev. 7/11/83

0




VIN CODING INFORMATION

FOR MACK VEHICLES

_PAGE H-4.
CODES __H162 THROUGH _H166
CAB MACK VEHICLE

CODE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
: 6 Cyl. = 672 CID {(11.0 L)
H162 MC 600 ICr 285 BHP (213 kW) MC636FA

6 Cyl. -= 672 CID (11.0 L)
H163 MC 600 ICF 275 BHP {205 kW) MC690P

l6 Cyl. - 672 CID {(11.0 L)
H164 MC 600 |ICF 275 BHP (205 kW) MC6908S

6 Cyl. - 672 CID (11.0 L)
H165 MC 600 |IcF 250 BEP {205 kW) MC6 90P

6 Cyl. = 672 CID (11.0 L)
H166 MC 600 |icF 250 BEP (205 i) MC690s
Rev.. 11/83
Rev . 5¢23483_ ;




copeEs K128

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH K142

PAGE K-2

CAB MACK VEHICLE
CODE MODEL { SERIES | TYPE ENGINE TYPE DESIGNATION

' 6 Cyl. - 672 CID (11.0 L)

K128 MR 600 LCF 250 BHP (186 kW) MR685S
6 Cyl. - 672 CID (11.0 L)

K129 MR 600 LCF 285 BHP (213 kW) MR686P
6 Cyl. - 672 CID (11.0 L)

K130 MR 600 ILCF 285 BHP (213 kW) MR686S

K131 MR 600 LCF |Glider XKit MR600K

K132 MR 400 ILCF |Glider XKit MR400K

K133 MR 400 ILCF 225 BHP (168 kW) MR492P

K134 MR 400 LCF 550 BHP (186 kW) MR492P
8 Cyl. - 636 CID (10.4 L)

K135 MR 400 LCF 525 BHP (168 kW) MR492S
8 Cyl. - 636 CID (10.4 L)

K136 MR 400 LCF 250 BHP (186 kW) MR4928S
6 Cyl, = 672 CID (11,0 L)

K137 MR 600 ICF 275 BHP {205 kW) MR6 90P
6 Cyl, - 672 CID (11.0 1)
6 Cyl, = 611 CID (10.0 1)

K139 MR 600 Icr 240 BHP {179 kW) MR6 30P
6 Cyl. = 611 CID {10.0 L)

K140 MR 600 ICF 270 BHP (201 kW) MR6 30P
6 Cyl. = 611 CID (10.0 L)

K141 MR 600 ICF 240 BHP (179 kW) MR6 308
6 Cyl. = 611 CID {10.0 L)

Kl42 MR 600 ICF 270 BHP (201 kW) MR6 30S
250 BHP (186 kW)

250 BHP (186 kW) 2

Rev. 9/7/82
Rev..7/11/83

Rev. 9/23/83




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE N-10
copEs N264  THROUGH _N278
CAB MACK VEHICLE
CODE MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
N264 || R 700 | cee |& YL- 7 550 OO0 E%giok%§ R747T
N265 || R 600 | cme | Y1+ T 802 Co E%ééok%; R690P
N266 | R 600 | cer |¢ Yie T 572 o0 Eéégok£; R690T
N267 || R 600 | cee |& O¥1- =572 0 E%%éok%; R690ST
b N268 || R 500 |cpr |B ¥ - 558 SO0 Eigéé‘rk\%; RA92P
N269 || R 200 |cee |8 YL - 82 10 §§§é4k§§ RA92P
N270 || R 200 |cse | &L - 522 20 §i2é4k%; RA92RP
N271 | R s00 |cee |8 YL - 52 S0 E%gé4k£§ RA92RP
N272 R 600 CBE Cyl. - 2;3 ;;ﬁ Eii;okég R606RT
D N273 R 600 cee {0 Cvie - %g gg &ééok% R6 90P
N274 R 600 cpe |© CYie - ggg ;Eg ;iééokag R690ST
N275 R 600 cee {° Cvil. - 2;5 g;ﬁ iiééokég R6 90T
N276 | R 600 ce |6 Cvle - ggg g;g Eééiok;; R690P
N277 % R 600 | CBE 6 Cyl. = igg g;g E;;&Okag R690ST
N278 3 R 600 | CBE {° Cyl. = iég gég Eéééok;;' R690T
% ]
Rev. 9/11/82 Rev. l$/5/82 //
Rev. 6/22/82 Rev. 9/23/83




CODES _P179

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH P195 _

_ PAGE P-5

CAR MACK VEHICLE

CODE MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
Ccyl. - 672 CID (11.0 L)

P179 RD 600 CBE 275 BEP (205 kW) RD690S

P180 RD 600 CBE 275 BEP (205 kW) RD690 SX
Ccyl. - 636 ciD (10.4 L) 49

plel RD 400 CBE 225 BHP (168 kW) RD492RS
cyl. - 636 CID (10.4 L) 2

P182 RD 400 CBE 220 pHP (186 kW) RD492RS
Cyl. - 636 cID (10.4 L)

p183 RD 400 CBE 225 BHP (168 kW) RD492S
Cyl. - 636 CID (10.4 L) 2

p1is84 { RD 400 CBE 250 BHP (186 kW) RD492S
Cyl. = 672 CID {(11.0 L)

P185 RD 800 CBE 300 BHP (224 kW) RD886S
Cyl. = 672 CID {(11.0 L)

P186 RD 800 CBE 300 BHP (224 kW) RD886 SX
Cyl. = 672 CID {11.0 L) .

P187 RD 800 CBE 300 BHP (224 kW) RD8866S
Cyl. = 672 CID (11.0 L)

P188 RD 800 CBE 300 BHP (224 kW) RD8866 SX
Cyl. = 672 CID (11,0 L)

P189 RD 800 CBE 350 BHP {261 kW) RD888s
Cyl. = 672 CID (11.0 L)

P190 RD 800 CBE 350 BHP {261 kW) RD888SX
Cyl. - 672 CID (11,0 L)

P19l RD 800 CBE 350 BHP (261 kW) RD8886 S

P192 RD 800 CBE 350 BHP (261 kW) RD8886 SX
Cvl. = 998 CID (16.4 L)

P193 RD 800 CBE Y 200 BHP §373 kW; RD822SX

P194 RD 600 CBE Y 250 S 2186 kW§ RD6 90P
Cyl. = 672 CID (11.0 L)

P19 c RD690S

> | RD 600 BE 250 BHP (186 kW)

Rev. 6/22/82
Rev. 11/5/82

Rev. 6/1/83
Rev. 9/23/83
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VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE P-6
cODES P196 THROUGH _P203
CAB MACK VEHICLE

CODE (| MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
Cyl. = 672 CID (11.0 L)

P196]] RD 600 CBE 250 BEP (186 kW) RD6 90SX
cyl. = 672 CID (11.0 L)

P197{l RD 600 CBE 300 BEP (224 ki) RD6 90P
cyl. = 672 CID (11.0 L)

p198{l RD 600 CBE 300 BEP (224 ki) RD690S
Cyl. - 672 CID (11.0 L)

p199{| RD 600 CBE 300 BHP (224 kW) RD6 905X
cyl. - 998 CID (16.4 L)

P200{l RD 800 CBE ot EHP {391 Ki) RD824S
cyl. - 998 CID (16.4 L)

P201{l RD 800 CBE cor BHP (391 KW) RD824SX
Cyl. - 998 CID {16.4 L)

P202 1§ RD 800 CBE cos BHD (391 ki) RD8246 S
Cyl. - 998 CID (16.4 L)

p203{ RD 800 CBE co5 BEP (391 KW) RD8246 SX

[




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE R-2
copes R128  THROUGH R143

CAB MACK VEHICLE
copE || MODEL | SERIES | TYPE ENGINE TYPE DESTGNATION
R128 || RL 600 |cer |6 ¥i. - 872 CID Eiééok£§ RL685LST
R129 RL 600 cge [° ¥l - g;g gég E%iéokﬁg RL686LS
R130 || RL 600 | cee |® C¥ie - g;g.gég §§i§°k£§ RL686LST
R131 || RL 600 |cee |® Y- - §72 OO0 §é§i0k§g RL6B6LS
R132 || RL 600 | cmm |6 C¥t- - §72 CID E%;iokﬁg RLG686LST
R133 || RL 600 | cee |® ¥l - ggg gég é%éiok£§ RLGSSLS
R134 || RL 600 | cer |® ¥i- - 872 °ID Eﬁiéok%§ RL688LS
R135 || RL 600 | cem [¢ Yi- - §l2 °ID Eééiokﬁg RLESBLST
R136 || RL 600 | CBE 6 cyl. - 872 b é%ﬁéok£; RLE6SSLST
R137 || RL 600 | CBE |6lider Kit RLE0OK
r138 || RL 600 | cBg |© C¥t- - 972 OID §§ég°k£§ RL69OLS
R139 || RL 600 | cBp |® C¥le - 572 =17 géégok§§ RLE69OLST
R140 || RL 600 | ceg |® Cvi. - 2;5 g;g iiééokﬁi RI690LS
R141 RL 600 ceg |° Cvie - g;g g;g Eiééokgg RIG90LST
R142 RL 600 cpg [0 Cvie - g;g géi'ﬁéééokii RIG90LS
R143 || RL 600 |cee P ¥i- - ggg g;g ﬁ;ééokéi RI690LST

Rev. 6/22/82
Rev. 9/23/83
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VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE S-4
CODES S162 THROUGH S178
CAB MACK VEHICLE
CODE MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
6 Cyl. — 672 CID (11.0 L)
sl62 RM 600 CBE 315 BHP (235 kW) RM6126S
sS163 RM 600 CBE 350 BHP (261 kW) RM6886RSX
sl64 RM 600 CBE 237% BHP (177 kW) RM6856 SX
6 Cyl. - 672 CID (11.0 L)
S165 RM 600 CBE 250 BHP (186 kW) RM6856 SX
sS166 RM 600 CBE 350 BHP (261 kW) RM688EX
6 Cyl. - 672 CID (11.0 L)
s167 RM 600 CBE 330 BHP (246 kW) RM688EX
168 6 Cyl. — 672 CID (11.0 L)
6 Cyl, = 672 CID (11.0 L)
S169 RM 600 CBE 300 BHP (224 kW) RM6 86 RSX
6 Cyl. = 672 CID (11.0 L)
6 Cyl. — 672 CID {11.0 L)
6 Cyl. = 672 CID (11,0 L)
sl72 RM 600 CBE 275 BHP (205 kW) RM6 90EX
6 Cyle = 672 CID {11.,0 L)
5173 RM 600 CBE 275 BHP (205 kW) RM6 904X
6 Cyl. -~ 672 CID (11,0 1)
sl74 RM 600 CBE 275 BHP (205 kW) RM6906S
6 Cyl. = 672 CID (11,0 L)
5175 RM 600 CBE 275 BUP (205 kw) RM69068X
6 Cyl, - 672 CID {11.0 L)
s176 RM 00 c Y
6 BE 250 BHP (186 kW) RM6308
6 Cyl., - 672 CID {(11.0 L)
S177 RM 00 CBE
6 B 250 BHP (186 kW) RM6 908X
6 Cyvl, - 672 CID {(11.0 1)
sl78 RM Y
600 CBE 250 BHP (186 kW) RM6 90EX
Rev. 8/26/81 Rev. 7/6/82 Rev. 7/11/83 —
Rev. 9/4/81 Rev. 3/25/83 Rev. 9/23/83 /%D




VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE S=5
cOpES  S179 THROUGH _s181
CAB MACK VEHICLE
CODE MODEL SERIES TYPE ENGINE TYPE DESIGNATION
6 Cyl. - 672 CID (11.0 L)
s179 || ®M 00 | CBE
6 250 BHP (186 kW) RM6 204X
6 Cyl. - 672 CID (11.0 L)
0 C
518 RM 600 BE L D (st RM6 906 S
sl8l RM 600 CBE BEP (186 kW) RM6 906 SX

250

SRR
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VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE T-4

copes T162  THROUGH T175

CAB MACK VEHICLE
CODE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
T162 || RS 600 | cpg |6 Y- - 9§72 OID E%iéok£; RS688LT
T163 RS 600 CBE |Glider Kit RS600K
T164 || RS 600 | cpg |® Yl - g;glgég §§$;°k£§ RS690L
T165 RS 600 cee |® Cvl. - g;g gég ﬁéééok%§ RS690LS
T166 RS 600 ce |® ¥l - g;g gég E%ééok£§ RS690LT
T167 | RS 600 | cee |° ¥Yl- = 572 oD géégok£; RS690LST
T168 RS 600 cpe | & Gyl - 2;5 g;; §iééok£§ RS690L
T169 RS 600 ceg | & Cyle - 2;5 g;; iiééokag RS690LS
T170 RS 600 CBE 6 Cyl. - 3;3 g;g Eiééokﬁi RS690LST
T171 RS 600 cpg |© Cvie - 2;3 g;g fiééokgg RS6 90 LT
T172 RS 1600 ceg |© Cvie - ggg g;g i;;aokég RS690L
T173 RS 600 cpg |© CYie - ggg gég %é;éokai RS690LS
T174 RS 600 cpg |© CYie - igg g;g Eéééokai RS690LST
T175 RS 600 cpg | & Yt - ggg g;g iéééokéi RS6 90 LT

Rev. 6/22/82
Rev.. 9/23/83
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CODES U230

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH U243

PAGE U-8

CAB MACK VEHICLE
CODE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
U230 || RWL 700 ceg [0 C¥Ll- - Zzg gég §§§é4k£; RWL722LST
v23l|l RWL 700 cgg [0 ¥il- - Zzg gég §§2é4k£§ RWL722LT
ves2|| mwn | 700 |cBp [P ¥te - 550 51D E%giok£; RWL747L
U233l wWL 700 ceg [0 C¥i. - g?g gég g%giok£§ RWL747LS
U234|l RWL 700 ceg P ¥i- - 238 gég E%giok£; RWL747LST
v23s!| mwr | 700 |cpE [0 Yie - 825 CID E%giok£§ RWL747LT
U236 RWL 700 ceg [® ¥l - g;g gég E%ééokﬁg RWL790L
u237|| RwWL 700 cgg [0 ©¥i- - g;g gég E%ééok£§ RWL790LT
v2ssll ma | 700 |cmE [F CYi- - g;% o Eéégokag RWL790LS
U239|| RWL 700 ceg [0 C¥1l- - g;g gég E%ééok£§ RWL790LST
v240{ RWL 700 | cee |® C¥ie - 235 Eéﬁ Eé;iokag RWL790L
v241|| RWL 700 |cBe |® C¥ie - ggg géﬁ f;iéokﬁi RWL790LS
U242|| RWL 700 | cee |® C¥ie - ggg gég ﬁ;;;okii RWL790LST
U243|| RWL 700 | cse |® €Y1 - 072 =2 §§§&°k$§ RWL790LT

Rev. 10/27/81
Rev. 6/22/82

Rev. 9/23/83
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VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE V-8
CODES V230 THROUGH V243
CAB MACK VEHICLE
copE || MoDEL | SERIES | TYPE ENGINE TYPE DESIGNATION
V230 RWS 700 CBE 420 BHP (336 1) RWS722LST
Cyl. - 998 CID (16.4 1)
v231 RWS 700 CBE 220 BHD (356 1) RWS722LT
V232 RWS 700 CBE 270 BB (201 1) RWS747L
v233 RWS 700 CBE 70 BED (201 i) RWS747LS
V234 RWS 700 CBE Cyl. - 855 CID (14.0 L)
270 BHP (201 kW) RWS747LST
Cyl. - 855 CID (14.0 L)
V235 RWS 700 CBE 270 BHP (201 ki) RWS747LT
Cyl. - 672 CID (11.0 L)
V236 RWS 700 CBE 375 BHP (205 1) RWS790L
Cyl. - 672 CID (11.0 L)
V237 RWS 700 CBE 575 BEP (205 1) RWS790LT
Cyl. - 672 CID (11.0 L)
V238 RWS 700 CBE 375 BHP (205 1) RWS790LS
Cyl. - 672 CID (11.0 L)
V239 RWS 700 CBE 75 BHD (205 i) RWS790LST
Cyl. = 672 CID (11.0 L)
V240 RWS 00 CBE
7 300 BHP (224 kW) RWS790L
Cyl. = 672 CID {11.0 L)
v241 RWS 700 CBE Y
300 BHP (224 kW) RWS790LS
Cyl. = 672 CID (11.0 L)
V242 RWS 700 CBE
B 300 BHP (224 kW) RWS790LST
Cyl. = 672 CID (11.0 L)
V243 RWS 00 Y
7 CBE 300 BEP (224 X RWS7 90 LT

Rev. 10/27/81
Rev. 6/22/82

Rev. 9/23/83




- VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE W-4
CODES wlé?2 THROUGH W169
CAB MACK VEHICLE
CODE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
6 Cyl. - 855 CID (14.0 L)
W162 U 700 | CBE 270 BHP (201 kW) U747ST
6 Cyl. - 855 CID (14.0 L)
W163 U 700 | CBE 270 BHD (201 kW) U747T
6 Cyl. - 672 CID (11.0 L)
W1l64 U 600 | CBE 575 BHD (205 ) U690T
6 Cyl. — 672 CID (11.0 L)
W165 U 600 | CBE 575 D (205 kW) U690 ST
) 6 Cyl. = 672 CID (11.0 L)
W1l66 U 600 | CBE Y
250 BHP (186 kW) U6908T
6 Cyl. = 672 CID (11.0 L)
W1l67 U 600 | CBE Y
250 BHP (186 kW) U690T
6 Cyl. = 672 CID (11.0 L)
Wwil6s U 600 | CBE Y
300 BHP (224 kW) U6905T
W169 U 600 | CBE 4
300 BHP (224 kW) U690T
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CODES AR1S8

VIN CODING INFORMATION

FOR MACK VEHICLES

THROUGH AR3L _

PAGE AR-2

CAB MACK VEHICLE
copE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
AR1S || MH 600 |cor [B C¥l- - ;gg oo §§§51k§; MH642
AR1O || MH 600 |cor [® CYl- - ggg oo 23535k§§ MH64 3
AR20 || MH 600 |cog [ S¥i- - g?g o 22625k£§ MH64 3
AR21 || mm 600 |cor [B CYLe = 758 S0 ﬁ%éélkii MHG4 3
AR22 MH 600 COE Cyl. - ;gg gég E%%élk%; MH64 3
AR23 | mm 600 |cog [0 C¥l- - 893 CID §é§é6k£§ MH652
AR24 || MH 600 cog | C¥il- - 228 gég E%gi6k£g MH6 52
AR25 || MH 600 |cog |® ¥l - 283 Thp E%§i6k£§ MH6 53
AR26 || mm 600 | cog [ ¥i- - 823 CID §§2i6k£; MH65 3
AR27 MH 600 COE Cyl. - 288 gég E%§é6k£; MH652
AR28 || MH 600 | cog |© S¥i- - 238 Chp Eégé6k%; MH6 53
AR29 || MH 600 COE Cyl. - 2?8 ;ég E;giokai MH6 32
AR30 || MmH 600 | cop |& C¥te = 550 C4D E;giok;; MG 33
AR31 || Mm 600 | COE Glider Kit MH6 00K
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